
HATEK HTEV Series
Infrared Interactive Flat Panel

CPU Octa Core A55   TF Card Slot Zero Bonding

Bluetooth 5.0

55"/65"/75"/86"

Android 12.0

PC Module

Intel

20 Points Touch Integrated Speaker WIFI & Hotsport
2.4Ghz & 5GHz

V100

ARM R

Eight Core A55 CPU

CG
TP

LCM

Transparent

4K UHD

4K
UHD

Supported Softwares

55"

65"

75"

86"
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Whiteboard Features

Dual color & Multi writing Multi-tools Scan QR code to receive whiteboard contents

Scan QR code to transfer files to the whiteboard Split whiteboard, multiple tasks

Wireless Screen Share for Multiple Devices

Software

AndroidPlatform

Wireless

AirPlay

Type-C(Optional)

USB-A

IOS Mac OS Windows

Screen Share
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Optional Accessories

 Mobile Stand 
(E600 & ST41 & EST09)

OTA: Over the Air remote update

Multi User Management(5 Users)

Free Multi Windows

OPS Mini PC (Pluggable) Screen Mirroring Dongle Smart Pen

Touch Panel

LCD

Touch Panel

LCD

4mm AG Glass

Zero Gap Bonding Panel

Air Bonding Zero Bonding

More Features

Sidebar Tools
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Product Specifications

Connectivity

HT55EV HT75EV HT86EVModel

Screen Size

Bonding Technology

Aspect Ratio

Max Visual Area (H/V) (mm)

Resolution (H/V)

Brightness(cd/m²)

Contrast Ratio(Typ)

Viewing Angles (H/V)

Refresh Rate

Display

Back Light

Life

Touch Technology

Supported Systems

Interactivity

Response Time

System Version

CPU

GPU

RAM/ROM

Bluetooth

Wi-Fi

Front Interfaces

Rear Interfaces

General

75"

Zero Bonding

             16:9

1651x929

4K UHD 3840×2160

1100:1/1200:1/1300:1/4000:1/4500:1/5000:1/6000:1

178°

60Hz

65"

1429x804

86"

1896x1067

DLED

≥50000 hours

20 Points Infrared Touch

Windows10/Windows8/Windows7/Windows XP/Android/Linux/Mac OS X/Chrome

Simultaneous Pen and Touch

<5ms

Android 12.0

GK6760V100 - Octa-core A55

Quad-core MaliG52

4GB DDR4/ 32GB eMMC (8G/128G optional) 

Version 5, 2.4GHz, 0~10m Working Distance

Version 802.11ac/b/g/n/a, 2.4GHz/5GHz, 0~10m Working Distance, Wi-Fi 5.0

USB3.0x2(USB Type-C optional); 
Buttonsx6 (Power /Home /Screen Down /Record /Touch lock /Setting)

TF Cardx1, USB3.0x1, USB 2.0x1, TOUCHx1, HDMI INx2, VGAx1, 
AUDIO INx1, RS232x1, RJ45 INx1, EARPHONEx1, COAXx1(HDMI OUT optional)

1.07B (10 bit)

Soundtrack: 2.0 / Power: 2×16W

330W

100-240V, 50/60Hz; ≤0.5W

1263x776.8x87.6

1390×210×910

28

33.1

400×200

Power Cable ×1, Stylus Pen ×2, Wifi Module x1, Wall Mount Bracket x 1, 
Remote Control x1, User Manual x1 (options HDMI Cable ×1, Touch Cable ×1)

Response Time

Min. Object Size

Touch Accuracy ±1mm

6ms

Touch 

Android OS

2mm

400W

Display Color

Speaker

Max. Power Consumption

Voltage&Standby Power Consumption

Environmental

Product Dimensions (mm) 

Packaging Dimensions (mm) 

Net Weight (kgs)

Gross Weight (kgs) 

VESA Wall Mount (mm)

Wall Screw

Accessories

HT65EV

55"

1209.6x680.4

400

1484.6x903.08x87.2 1706.8x1027.32x87.31 1953x1167.77x87.3

450W350W

1630x1050x220 1860x1160x220 2120x1325x220

41.2 50 65.4

48.2 63 81.2

500x400 600x400 800x400

M8×25mm

0 0Working Temperature 0 C~40 C, Working Humidity 10%~90%RH
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